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CONSTRUCTION DETAILS R
H o | [
A- Install bose mounted NEMA 6 cabinet, and necessary equipment for on Underground efectrical (MO-SHA — : A R e - = T
Type B-13) service. Instail existing confrofier in new cabinet : i : A 1y’ 210"
B. 1Install 27 ft. stee! mast arm pole with a 70 ¥+. mast arm. vehicle signal heads, pedestrian signal head, -l i o
signs. 13 ft. lumingire arm 250 watt HPS lumingire. ond video detector camera, Instali relocated existing '1
street name sign. (Note: one 3 in. PVC conduit bend). || ‘
C. Install 27 ft. steel mast arm pole with a 60 ft. most arm. vehicle signal heads. pedestrion signel heod, || ' NOTES
pedastrion pushbuftons pedestrion pushbuiton sign, signs, 15 ft. Tumingire am 250 watt HPS g o || ll ] . i . ) ) . )
lumingire, and video detector camra. Instali relocated existing strest name sign. (Note: one 3 in. PVC condult bend). = [ | 1. Geometrics shall be confirmed prior to the installation of signal equipment. All signal
D. Install 27 ft. steel mast am pole with a 60 ft. most arm. vehicle signal heads, pedestrion signal heads Q II 1 equipment to be installed at final grade. ‘ ] . .
pedestrian pushbuttons pedestrian pushbutton signs signs. 15 f+. luminire arm and video detector comera. | i - 2. Loop detectors and conduits shall be insfailed prior to the installation final pavement overfay and finai pavement markings.
Install relocated existing street name sign. (Note: one 3 in. PVC conddit bendl. ' ; }I il O fﬁ_}r Pavement markings detailed are proposed and are to be installed by the Contractor in
E. Install 27 ¥t steol mist arm pole with 60 F. mast am. vehicle signal heads .si'ms- 15 . luinaire -S__) “ '\ :_f accordance with MD-SHA standerds. All other pavement markings will either be instailed as part
. N 1 1 3 1] + ; .\ . . .
and video detector camera. Instali relocated existing street name sign. (Note: one 3 in. PYC conduit bend). E \\ ‘l % of the De\’fel?per § project or are Yo be considered as existing.
F. Install handhole S \\ ll = Revision "D ° is d revision to the traffic signal built in December 1997.
G- Install 1 in. liquid tignt flexible conduit for loop detectar lead-in l L \\ ! g 5. Al underground and overhead utliities shown on these plans are schematic and are not
H. Install mirco-loop probe (set of 3) prior to final pavenent overiay ‘ W § \ « to be considered complete. The Contractor shall be responsible for notifying all utility companies
: : : L -—— N . . e peas . . _ .
K. Install 3 in. polyvinyl chloride [Schedule 80] electrical conduit ~ trenched \ Lﬂ—M - i‘::_._: that a conflict between the utilities and the traffic signal equipment will occur. the Contractor shatl
L. Install 4 in. polyvinyl chioride [Schedule 80] electrical conduit - siotted in roddway priar to final pavenent overiay. \‘ % \ notify the appropriate Project Engineer immediately.
_ _ M. Install 4 in. polyvinyl chioride [Scheduie 80] electrical conduit - trenched. ] _ - _ _ o o .
| | N. Use existing conduit. ~ Revision “D* TCT '
GEOMETRIC LEGEND evision D" REVISIONS APPROVALS _ . .
0. Extend existing conduit run to new handhole with 3 in. polyvinyl chloride [Scheduie 86] electrical conduit - trenched. - - MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Ji j M C . M . N _ . [ ] [ ] Ry
EXISTING GEOMETRICS Z Install 12 in. wide pavement marking — white for crosswalk. I | I I ) / L) Offlce Of Trafflc & Safefy
PROPOSED GEOMETRICS Install 24 in. wide pavement marking - white for stop line. | TEAM LEADERNTRAFFIC ENGINEERQ@ SIGN DIVISION _ . .
R. Remove existing cabinet and al! attached equipment. Existing controiler o be reiocated fo new cabinet. < TRAFFIC ENGINEERING DESIGN DIVISION
UTILITY LEGEND S. Remove existing mast arm and all attached equipment. Relocate existing street name sign. S (Traffic Signal Pilan)
6 6 GAS MAIN T. Instalied as part of the M) 85 @ Westview/ MD-SHA Entrance troffic signal plan. ] I ] [ I ASST. CHIEF TRAFFIGRSQUEERING DESIGN DIVISION _
¥ ¥ WATER MAIN U. Use existing handnole. Puil back existing 1/C cable and rerun in new conduit back to cabinet. (;\ MD 85 at‘ C[‘estWOOd B/Vd/ShOCkley Dr/ Ve
s s SEWER MAIN V. Remove existing handhole. (Q\
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